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Norton 180 Series 
 
 
 
 
The spectacles consist of a protective frame front/monolens with integral flat-fold ventilated side shields. 
 
 

Model 
 
Frame Front/Colour 

 
Lens Colour 

 
Side Shield 

 
Temple Arms/Colour 

 
T18000 

 
Full brow/Clear 

 
Clear 

 
Integral flat-fold 

 
Spatula/Clear 

 
T18010 

 
Full brow/Amber 

 
Amber 

 
Integral flat-fold 

 
Spatula/Amber 

 
T18020 

 
Full brow/Light Green 

 
Light Green 

 
Integral flat-fold 

 
Spatula/Light Green 

 
T18030 

 
Full brow/Dark Green 

 
Dark Green 

 
Integral flat-fold 

 
Spatula/Dark Green 

 
T18040 

 
Full brow/Smoke 

 
Smoke 

 
Integral flat-fold 

 
Spatula/Smoke 

 
 
Frame Front/Monolens:  

Material:  Polycarbonate. 
Colour:  Clear (T18000), Amber (T-18010), Light Green (T18020), Dark Green (T18030), Smoke (T18040). 
Bridge:  Moulded integrally with front. 
Thickness:  1.9 mm minimum at edge, 2.04 minimum at centre. 
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Temples: 

Style:  Spatula. 
Material:  Polycarbonate. 
Colour:  Clear (T18000), Amber (T-18010), Light Green (T18020), Dark Green (T18030), Smoke (T18040). 

 
Hinges:  

Style:  Barrel. 
Material:  Polycarbonate. 
Mounting:  Snap-in, hole and pin are moulded integrally as part of frame front and temple. 

 
Integral Flat-fold Side Shields:  

Material:  Polycarbonate. 
Thickness:  1.7 mm minimum. 
Colour: Same as frame front/monolens.  
Mounting:  Integral with temple arm. 


