
BunkerGear (Coat & Trouser) 
Specifications 

 
       Traditional 

 

                                                   
 
 • Coat Specifications :   
 
- Model : LION® Turnout Traditional Series Coat, Traditional Coat 
 
-  Coat Length : Male 35 Inch & 38 Inch / Female 32 & 35 Inch 

 
-  Coat Length : Traditional Liner, Prism 3.6 oz face cloth quilted to 3.75 oz Virgin 
50% para-aramid/50% meta aramid batting, CROSSTECH® BLACK (Type 2F) 
PTFE/Nomex® Pajama Check laminated membrane 
 
- Coat Inner Yoke Reinforcement: (Std) Semper Dri® front and back yokes sewn 
to coat thermal liners. (RM1377-059) (Super Deluxe, Liberty). 
 
-  Coat Water Well - Ever-Dri : (Std) Water Well: Chambray DWR 2 layer 
AraFlo® NOMEX®/Kevlar® 
spunlace quilt/pajama check crosstech waterwell with 3/4" loop, male snap, 
sew to coat liner sleeves. 
 
- Coat Wristlets: (Std) 4" - KEVLAR® / Spandex 
 
- Coat Outer Shell Material: Advance® 7.0 oz, Yellow  
 
 
 
 
 
 



 
 

 
 

-  Drag Rescue Device ( DRD ) :  (Std) DRD: Firefighter Recovery Harness with 2" welt and 5.25x2.25" flap 
with rounded corners. 
1 piece 1x2" loop for harness storage. 
2 pieces1x2" loop on shell flap closure, 2 pieces 1x2" hook on flap. 
1 piece 1.5x2" hook on harness. 
1 piece 2x2" loop underneath chest trim for harnessstorage, 1 pair 1x3.5" self-fabric straps with 1x2" hook 
and loop.  
The loop handle shall have a silver retro-reflective LION logo patch. 

 
 
 
- Reflective Trim : 3" NFPA Ventilated Triple Trim ( Lime Yellow Or Red Orange ) 
 

 
 
 
 
 
 
 
 
- Coat Collar: (Std) 3" split self fabric collar with with CROSSTECH® PJ lined. 
 2 pieces 1x3" hook on each end inside and two pieces 1" hook set 1/2" from center along top edge for 
liner attachment. 1.5x4" hook&loop for front closure. 

 
 
 
-  Collar Flashing :  3" Self fabric, PJ CROSSTECH lined split collar with 2 pieces  1x3" loop on moisture 
barrier, 2 pieces  1" loop set 1/2" from center along top edge for attachment to shell. Use with CR236 & 
CR237 
 
 
 
-  Liner Inspection System : (Std) Coat liner inspection system located at center left front of liner, with 

1x9" loop. For regular coats. 
 

 
 
- MISC. Fasteners : (Std) 1x9" hook sewn to left front shell for the Coat Liner Inspection System 
 
 
 
- Coat Cuff Reinforcement : (Std) Grey Leather Cuff Reinforcements. 
 
 
 
- Coat Elbow Reinforcement : No extra Elbow Reinforcement; MODEL STD 
 
 
 
- Coat Shoulder Reinforcement : Self fabric shoulder caps 
 
 
 
 
 
 
 



 
 
 
 
 
- Coat Closure System : 5" Stormflap w/2 layer self fabric & breathable PTFE moisture barrier, hook & dee 
in, 2"hook & 2"loop out (hook &4 D-Rings on coat front, loop on stormflap & 4-701's on stormflap side) 
"Chicago" Closure 
 
 
 
 
- Turn-Out Pockets : (2) 10x10x2" Full bellow pocket w/ KEVLAR® twill fully lined 3 sides inside pocket 

, 1 pc. 1.5" x 10" loop on pocket & 2 pcs. 1.5" x 2.75" hook on flap. 
 

 
- Item Location for Above: Front bottom- Left & Right 
 
-  Sewn On Lettering  :  Sewn  On 3"  Lime/Yellow  3M™  Scotchlite™ Letters (each line) max 5  Alpha 

Numeric ID Characters (Lettering to read - ERT) location: Across yoke (Line 1 of 2) 
 
 
- MISC. Fasteners : (Std) 1x9" hook sewn to left front shell for the Coat Liner Inspection 
 
 

 
- Sewn On Lettering: Sewn On 3" Lime/Yellow 3M™ Scotchlite™ Letters (each line) 6 – 12 Alpha Numeric 
Name Characters, Lettering to read – MEMBER. Location : Across yoke (Line 2 of 2) 
 
 
 
- Hanger Loop : Standard 5/8" x 5 1/2" Self fabric hangerloop. 

 
 
 
 

 
- Meet NFPA 1971 Latest Edition & UL Listed 

 
- Made In USA – OEM : LION Apparel



 
• Trouser Specifications :  

 
- Pant Model / Design : LION® Turnout Super Pant™, Contoured high waist for increased 
comfort includes freedom design. 
- Pant Liner & Moisture Barrier: Traditional Liner, Prism 3.6 oz face cloth quilted to 3.75 oz 
Virgin 50% para- aramid/50% meta aramid batting, CROSSTECH® BLACK (Type 2F) 
PTFE/Nomex® Pajama Check laminated membrane 
 
- Liner Inspection System : (Std) Pant liner inspection system with 1x3" loop located at 
right side of liner waist. 
 
- Pant Outer Shell Material: Advance® 7.0 oz, Yellow 
 
- MISC. Fasteners : (Std) 1.5x3" hook sewn to right shell front for the pant liner inspection 
system. 
 
- Pant Fly Closure : Wide angled fly w/ Pajama Check Crosstech lining. 1.5" hook & 
loopclosure, 3/4" hook underneath Pajama Check Crosstech for liner attachment. 
 
- Take Up Strap: Outer shell material take-up straps (2) with FR hook & loop closure and 
one nickel loop 
 
- Leg Tabs : (Std) 2 Gray Leather leg tabs per leg with non-logo female snaps. 
 
- Pant Knee Reinforcement : Self fabric bellow knee patches w/ Lite-N-Dri padding. 
 
- Pant Cuff Reinforcement : (Std) Grey Leather Pant Cuffs and 3x3.5" kick shield. 
 
- Turn-Out Pockets : (2) 7x9x2" Full bellow pocket w/ KEVLAR® twill fully lined 3 sides 
inside pocket & 3" up inside on shell, PCA 3" up on outside of pocket. 1 pc. 2" x4" loop on 
pocket & 1 pc. 2" x 4" hook on flap. 

 
- Item Location for Above: Thigh - Left and Right 
 
- Reflective Trim : 3" Lime/Yellow Ventilated Triple Trim Reflective trim around leg bottoms- 4 rows lockstitch. 

 
- Reflective Trim: 3" Yellow Ventilated Reflective trim extending from top of knee centered at outseam position to top of 
pant trim, 4 rows lockstitch. 
 
- Suspender Buttons : 8 Lion head suspender buttons with black leather backing through top of waistband. 
 

 
 

- Meet NFPA 1971 Latest Edition & UL Listed 
 

- Made In USA – OEM : LION Apparel 
 


