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PART # SIZE GLOVE 
WT (lbs)

GLOVE DIMS (INCH)
L x W x H

INNER 
PACK QTY

INNER PACK 
WT (lbs) INNER PACK DIMS (INCH) CASE 

QTY
CASE WT 

(lbs)
CASE DIMS (INCH)

L x W x H
065 XS 07  0.35 9 4 1 12 4.2 9 4 12 72  27.20 19 15 11
065 S 08  0.40 9.5 4.5 1 12 4.8 9.5 4.5 12 72  30.80 19 15 11
065 M 09  0.40 9.5 4.5 1 12 4.8 9.5 4.5 12 72  30.80 19 15 11
065 L 10  0.45 10 5 1 12 5.4 10 5 12 72  34.40 19 15 11
065 XL 11  0.45 10 5 1 12 5.4 10 5 12 72  34.40 19 15 11
065 2XL 12  0.50 10.5 5.5 1 12 6 10.5 5.5 12 72  38.00 19 15 11
065 3XL 13  0.50 10.5 5.5 1 12 6 10.5 5.5 12 72  38.00 19 15 11

R-FLEX 
NITRILE HALF-DIP 065

FEATURES

INDUSTRIES

WEIGHTS & DIMENSIONS

TESTING & CERTIFICATIONS 

4X43DP

EN388 ANSI/ISEA
105-2016

A4
CUT

ANSI/ISEA
105-2016

4
ABRASION
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01 Breathable knit shell offers cut resistance
02 TPR impact protection on top of the hand and full length of fingers
03 Half-dipped nitrile coating on palm with sandy finish for enhanced grip
04 High visibility for increased safety
05 Touchscreen compatible index, middle and thumb tips
06 Superior grip on wet and dry surfaces

ATTRIBUTES

CUT
RESISTANT

PUNCTURE
RESISTANT

IMPACT
PROTECTION

HIGH
VISIBILITY

RED PALM

360 CUT
PROTECTION

TOUCHSCREEN
COMPATIBLE

EN420

Oil & Gas Construction DIY Mechanics Industrial

Achieved Level 1 performance rating at an outside exposure of 100°C, in accordance with 
Contact Heat test method EN 407 b.


