
This ergonomically designed polymer flashlight is comfortable to hold and it
produces a bright beam that reaches 130 meters.
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4AA PROPOLYMER® LUX®

SAFETY RATED POLYMER FLASHLIGHT

Wrist lanyard connection

Non-conductive, impact-resistant
polymer resin; corrosion-proof

Uses four easy-to-find
“AA” alkaline batteries (included)

100 lumens; 4,200 candela; 130m beam; runs 6 hours

Smooth parabolic reflector produces a tight beam with optimum peripheral illumination
Optimized electronics provides regulated intensity throughout battery life

Ergonomically designed for maximum hand comfort

IP67 - dust-tight; waterproof to 1m for 30 minutes; 1m impact resistance tested

7” (17.78 cm); 6.8 oz. (193g)

DIVISION 1:
UL Listed Class I, Div 1, Groups C & D; Class I, Div 2, Groups A,B,C,D;
Class II, Div 1, Groups F & G; Class III; Exia; Temperature Code T4

DIVISION 2:
UL Listed Class I, Div 2, Groups A, B, C & D;Class II, Div 2, Groups F & G;
Class III; Temperature Code T3C

Limited Lifetime Warranty
Visit www.streamlight.com for full warranty information

#68244 - 4AA ProPolymer Lux with alkaline batteries - Div 2 - Yellow
#68344 - 4AA ProPolymer Lux with alkaline batteries - Div 2 - Black
#68602 - 4AA ProPolymer Lux with alkaline batteries - Div 1 - Yellow
#68702 - 4AA ProPolymer Lux with alkaline batteries - Div 1 - Black

Unbreakable polycarbonate lens
with scratch-resistant coating

Rubber-booted, push-button tail
switch for one-handed operation


